
製品の特徴
低熱膨張係数
非常に優れた表面品質
High breaking strength
High bending strength

製品の用途例
製紙

試験法 単位 値

一般的物性

密度 DIN EN ISO 1183-1 g / cm3 1,2

吸水率 DIN EN ISO 62 % 0,2

機械的物性

引張破壊呼び歪 DIN EN ISO 527 % 80

引張弾性率 DIN EN ISO 527 MPa 2300

引張強度 DIN EN ISO 527 MPa 65

ノッチ付き衝撃耐性 DIN EN ISO 179 kJ / m2 20

ボールインデンテーション硬度 (H358/30) DIN EN ISO 2039-1 MPa 130

ショア硬度 DIN EN ISO 868 / 15 sec scale D 82

熱的物性

熱伝導率 DIN 52612-1 W / (m * K) 0,21

線膨張係数 DIN 53752 10-6 / K 70

The data given are standard values which are based on our experience & previous technical studies. These values are influenced by the design, processing conditions and environmental
influences. Typing & printing errors reserved.

ROBAFLOW-PC is not chemical resistant against aggressive media used in paper industry for cleaning and boil out process. Therefore it is absolute necessary to dismantle it during
cleaning and boil out process.

テクニカルデータシート

Robaflow®  PC
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