Rochling

Technicky datovy list
Trovidur® ESA-S

PVC-U

Vlastnosti produktu
e Swimming pool Approval
» High impact resistance
e UV-resistant
o Weatherability
e V souladu s RoHS
e V souladu s ELV
o WEEE compliant
e V souladu s RLAP
¢ High cold impact strength
* Good weldability
e Good thermoformability
e Good glueability

Typické oblasti pouziti
o Bazénové rosty z plasty

e Sport a volny ¢as

Industrial

Testovaci metoda Jednotka Orientac¢ni hodnota
Obecné vilastnosti
Hustota DIN EN ISO 1183-1 g/cm? 1,41
Absorpce vody DIN EN ISO 62 % 0,20
Hoflavost (tloustka 1 ... 4 mm) DIN 4102 B1
Hoflavost (tloustka 1 ... 4 mm) NF P 92-501 M1
Mechanické vlastnosti
Mez kluzu DIN EN ISO 527 MPa 45
Prodlouzeni pfi pretrzeni DIN EN ISO 527 % 20
Modul pruznosti v tahu DIN EN ISO 527 MPa 2500
Vrubova houzevnatost DIN EN ISO 179 kd / m? 8
Tvrdost Shore DIN EN ISO 868 scale D 80
Tvrdost kulickového vtisku DIN EN ISO 2039-1 MPa 110
Pevnost v tlaku DIN EN ISO 604 MPa 65
Pevnost v ohybu DIN EN ISO 178 MPa 60

Tepelné viastnosti
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Rochling

Industrial

Testovaci metoda Jednotka Orientac¢ni hodnota
Tepelna vodivost DIN EN ISO 8302 W/(m*K) 0,16
Teplota méknuti dle Vicata DIN EN ISO 306, dle Vicata B °C 75
Provozni teplota °C -20 ... +60
Teplota tepelné deformace DIN EN ISO 75 °C 70
Koeficient linearni teplotni roztaznosti DIN EN ISO 11359-2 mm/m K ~ 0,075
Elektrické vlastnosti
Relativni permitivita IEC 60250 3,2
Dielektricky disipaéni faktor (10° Hz) IEC 60250 0,02
Objemovy odpor DIN EN 62631-3-1 Q*cm >1015
Povrchovy odpor DIN EN 62631-3-2 Q >1013
Dielektricka pevnost IEC 60243 kV / mm 12
Srovnavaci sledovaci index IEC 60112 CTI 600

The data stated above are average values ascertained by statistical tests on a regular basis. They are in accordance with DIN EN 15860. The data above are provided purely for information
and shall not be regarded as binding unless expressly agreed in a contract of sale. Information on the REACh regulation can be found in our Product Handling Information Sheets, in our

REACH information letter as well as in the SCIP database.
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